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Version Date Person responsible Status/note
1.0.0 23 May Ferenc Hilker Documentation created
2013
1.0.1 18 June Ferenc Hilker Following settings added: language and
2013 confirmation text
1.0.2 11 Ferenc Hilker RSA Manager and signoReset added
February
2014
1.0.3 25 June Ferenc Hilker Enhancement to default values which are
2015 made by signoReset and adaption of the
appearance of the RSA Manager
1.0.4 30 Ferenc Hilker Adaption of the screenshots and texts as
December well as addition the signature device
2015 Gamma
1.0.5 11 Ferenc Hilker Adaption of the screenshots and texts
February
2016
1.0.6 30 June Ferenc Hilker Enhancement to support the Add-Ins for
2016 Office 2013.
1.0.7 28 Ferenc Hilker Adaption of the formatting as well as
December addition the signature device Delta
2016
1.0.8 30 October Andreas Brockmoller Added chapter 2.2.6 for calling the
2018 signolmager with parameters.
1.0.9 23 April Ferenc Hilker Changed graphics from RSA Manager and
2020 adapted export to pem format
1.0.10 15 October Andreas Brockmoller Added signature pad Zeta to the
2020 documentation
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1. Installation

1.1 Setup language

In the first step, you can choose the language that will guide you through the installation.

German and English are available for selection.

Once you have selected a language, click OK.

INFO: The selection you make here does not affect the language of the application.

signotec signoPAD/Tools - InstallShield Wizard H

€D Select the language for the installation from the choices below,

English {United States) W

1.2 Requirements

The requirements for using the individual signoPAD/Tools programs are described in the
next step. Before proceeding with the installation, please ensure that you have installed
the .NET Framework 2.0 or .NET Framework 4.0 Client Profile, depending on use.

If the required framework is installed on your computer, please click Next.

F
Welcome to the InstallShield Wizard for
signotec signoPAD/ Tools
The following applications need the .MET Framewaork in version

2.0: signoImager 2, signolntergrator 2, RSA Manager, Office
Add-Ins for Office 2007,

The following applications need the .NET Framewark in version
4 Client Profile; Office Add-Ins for Office 2010 and above.

The .MET Framework is not induded in this installation and can
i be obtained free of charge from Microsoft,

| Tf the .NET Framework is not installed in the specified

version, these programs will not work!
3 " The InstallShield® Wizard will install signotec signoPADTools

on your computer. To continue, didk Next.

B WARNING: This program is protected by copyright law and
s I g n 0 e C international treaties.

15! signotec signoPAD/Tools - InstallShield Wizard ==

< Back [ Mext = J l Cancel
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1.3 Licence agreement

To be able to use the signoPAD/Tools, you must accept the licence terms of the end user
licence contract. Please read these carefully and then click Next.

j’é‘g’ signotec signoPAD/Tools - InstallShield Wizard @

signoiec

License Agreement

Please read the following license agreement carefully,

END USER LICENCE CONTRACT FOR =
signotec Software -

I. INSTRUCTIONS PRIOR TO INSTALLATION:
1. Please read through the following licence provisions carefully. If you do
not agree with them then do not install or use the programme and

delete all copies of the programme or programme components which
you have downloaded or obtained from data carrier.

-

(@) [ accept the terms in the license agreement

(711 do not accept the terms in the license agreement

Instalshield

[ < Badk ][ Mext = l [ Cancel

1.4 Destination folder

In this step, you can choose a folder in which to install the signoPAD/Tools. Once you have
selected the folder you require, please click Next.

ﬁ! signotec signoPAD/Tools - InstallShield Wizard @

signotec

Click Next to install to this folder, or didk Change to install to a different faolder.

Destination Folder

Install signotec signoPADTools to:
.-—/ C:\Program Files\signotech,

InstalShield

[ < Back ][ Mext = l [ Cancel
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1.5 Setup type

You can either choose a complete installation or a custom installation.

If you choose a complete installation, all program features will be installed, including
signolmager2 and signolntegrator2 as well as Office Add-Ins for 2007, 2010 and 2013.

If you opt for a custom installation, you can select which of these features you want to

install.
[ $2 signotec signoPAD/Tools - InstallShield Wizard ==
Setup Type sighoiec

Choose the setup type that best suits your needs.
Please select a setup type.

@ Complete
i All program features will be installed. (Reguires the most disk
space.)

Choose which program features you want installed and where they
will be installed. Recommended for advanced users.

Instalshield

[ < Back ][ Mext = l [ Cancel

1.6 Custom setup
If you chose custom installation, you may deselect individual signoPAD/Tools features so

that they will not be installed.

15 signotec signoPAD/Tools - InstallShield Wizard (23]

Custom Setup signotec

Select the program features you want installed.

Click on an icon in the list below to change how a feature is installed.

Feature Description

. Application for capturing
signolntegrator 2 signatures from signotec Pads
Microsoft Office Add-Ins

Office 2010-2013 Word Add-In
- (=2~ | Office 2010-2013 Excel Add-In

m

- (= + | Office 2007 Word Add-In This feature requires 1112KE on
-+ =2~ | Office 2007 Excel Add-In your hard drive.
Documentation —
= = | signoReset s
Install to:
C:\Program Files'signotech,
InstallShield
[ Help ] [ Space ] [ < Back ][ Mext = J [ Cancel ]
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1.7 Operation mode
If you previously selected to install the Office Add-Ins, you can specify whether they should
be used with signoIntegrator2 or signoSign/2.

INFO: signoSign/2 is not included in the signoPAD/Tools and must be purchased
separately.

ﬁ! signotec signoPAD/Tools - InstallShield Wizard @

Choose operation mode s ig n u t E [:

Please choose the designated operation mode of the Add-In(s).

The signotec Office Signature Add-Ins can be operated in two distinct modes of function.
Select the reguired one from the available functionality. This setting can subsequently only
be changed manually.

_ The Add-Ins are going to use the signotec Signolntegrator 2 for the signing of
@ documents (default). Requires that the signotec Signolntegrator 2 is installed and
started. This is installed automatically by the signotec signoPADTools setup with,

_ The Add-Ins are going to use signotec signoSign for the signing of documents.
(") Requires that signotec signoSignf2 with the signotec PDF-Creator is installed
(signotec signoSign/2 must be purchased).

InstalShield

[ < Back ][ Mext = l [ Cancel

1.8 Installation
In the last step, click Install to begin the installation.

j’é‘g’ signotec signoPAD/Tools - InstallShield Wizard @

Ready to Install the Program Signnte C

The wizard is ready to beqin installation.
Click Install to begin the installation.

If you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard.

Instalshield

[ < Back ][ Install l [ Cancel
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1.9 Installation completed
Once the signoPAD/Tools have been successfully installed, click Finish to exit the setup.

15 signotec signoPAD/Tools - InstallShield Wizard
N
InstaliShield Wizard Completed

The InstallShield Wizard has successfully installed signotec
signoPAD fTools. Clidk Finish to exit the wizard.

Sl o - . e

signotec

< Back Cancel

On your desktop, you will now find icons for the individual applications that you installed.

ot 512 B [

lsjusiast Slsjaisitst
dispuellieis ¥ sllsjuslliisspeisn ¥ Wilkdagsisjsy
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2. sighoImager2

signolmager2 allows you to capture a signature that you can then save as a graphic. The signolmager2
application is described below.

2.1 User interface
As soon as signolmager2 has started, the following dialog appears.

Click File on the menu bar to exit the application, click Configuration to go to the settings
or ? to display the contact details for signotec GmbH.

A folder for storing the signature as a graphic is specified under the menu bar.

INFO: If you set the folder in the user interface, it will only apply temporarily. If you want
to change the folder permanently, you have to do this in the settings.

Click Start to start the signature capture process.

Once a signature has been provided, you can click Reproduce to display it again.

signotec signoImager 2 [_]

rSignature will be stored to:

C:\Users\Ferenc Hilker E

rSignature capture

Start

- Signature reproduction

Reproduce
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Connection-Type

You use the Connection-Type setting to specify the type of pad you want to use for
capturing the signature. You can choose between HID, VCOM and IP.

HID: If you select HID, all you need to do is connect the signature device to your computer.

VCOM: If you select VCOM, the FTDI driver must be installed. This is used to generate a
virtual COM port for the signature device, via which the device can be activated. Now select
the respective port that has been assigned to the device under VCOM-Port. If you do not
know which port is used, click the unknown button.

IP: If you select IP, enter the respective IP that has been assigned to the signature device
under IP-Address and select the Port via which communication takes place in the
network.

Close after signing process

Use this setting to ensure that the signolmager2 program closes after the signature has
been captured, confirmed and saved.

Close even after Cancel

This setting refers to the previous point and can be used to specify that the signolmager2
should also close after the signature capture process or Save dialog has been cancelled.

Show confirmation prompt before closing

If you have specified that signoImager2 should close after the signature has been captured,
a query dialog can be displayed to ask whether you really want to close the application.

signotec signolmager 2

lel Do you really want to close the signolmager 27

Yes ] | Mo
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Start signing process at startup

If you have enabled this setting, the signature dialog appears directly after signoImager2
is launched, provided a signature device has been connected and found via the correct
connection type. This means that you do not need to click Start to start the process of
capturing the signature.

Save signature to

This is where you specify the folder in which to store the signature. This is the setting
mentioned above that applies permanently and not just temporarily. You can use the ...
button to select a different folder.

When saving

You use this setting to specify which action should be carried out on saving. You can choose
between Overwrite existing file, Append counter to file name, Show save file
dialog and Copy image only to clipboard.

Overwrite existing file: If you select this option, the graphic will be stored at the defined
storage location under the file name ‘Signature’. If a file with the same name already
exists, the file will be overwritten. You will not be asked whether you do really wish to
overwrite the file.

Append counter to file name If you select this option, the graphic will be stored at the
defined storage location under the file name ‘Signature’. If a file with the same name
already exists, a counter will be appended to the file name.

Show save file dialog: If you select this option, a dialog will be displayed before saving
in which you can specify the storage location and file name yourself. This means that you
do not need to specify the storage location in the settings.

Copy image only to clipboard: If you select this option, the signature will not be stored
as a file but will be copied to the clipboard. You can then paste the graphic to another
program or file using Ctrl + V.

Signature rendering

Once the signature has been provided, it can be rendered again. You can either render the
signature as a complete Image or in Realtime.

Image: If you select Image, you can display the captured signature once again as a
complete graphic.

Realtime: If you select Realtime, you can display the captured signature once again with
the respective print speed, that is, in real time.

Installation & Configuration Page 11 of 47



Language is system language

You have the option to change the application language. The system language is used by
default.

If you want to set another language that is different from the system language, you must
disable this setting so that you can select one of the available languages from the selection
list.

English: Displays the signolmager2 program in English.
German: Displays the signolmager2 program in German.

If you change the language, you must restart the application for the change to take
effect.

Mirror pad LCD

You can use this setting to specify whether the signature capture dialog should also be
displayed on your computer, and if so, whether only the signature should be displayed or
the entire pad display as shown on the signature device. You can choose between Off,
Signature only and Complete Content (not with Alpha).

Off: If you select Off, the signature capture dialog will only be displayed on the signature
device.

Signature only: If you set Signature only, only the signature will be displayed in the
signature capture dialog on your computer.

Rebry

A P
7
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Entire content: If you set Entire content, the entire pad display will be shown as it appears
on the signature device.

Retry

A e
75‘%; 7

Design

You can use this setting to modify the appearance of the buttons on the signature device.
If you previously enabled the display of the entire pad content, you can also modify the
appearance of the buttons for the dialog on your computer. You can choose between three
different designs: Classic, Modern and Round.

Classic: If you select Classic, the buttons will be displayed as follows:

(X ) (o) (v

Modern: If you select Modern, the buttons will be displayed as follows:

!l

Round: If you select Round, the buttons will be displayed as follows:

* e [
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Pad buttons

You use this option to specify whether each button (Cancel, Retry and OK) should be
displayed on the signature device.

All buttons:
Cancel and retry:
Cancel and OK:
Retry:

Retry and OK:

oK

No buttons:

INFO: If you disable all the buttons on the signature device, you will only be able to cancel,
repeat or confirm the signature using the dialog on your computer.

Pen width

You can use the Pen width setting to control how wide you want the signature to be
displayed in the signature capture dialog on your computer. This setting does not affect
how the signature is displayed on the signature device. You can select a pen width between
0 (Use pressure) and 10 (Very thick width).

0 (Use pressure):

sapent e signolmager 2 - Captore digdog

Flease shgn on the signotec signatere ped
e ]

ety
cancel
10 (Very thick width):
signotee signolmager 2 - Capture dislog

g =
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Pen colour

You can use this option to set the pen colour. The pen colour relates only to how the
signature is displayed on the signature device and in the signature dialog. The colour of
the signature itself is controlled using the line colour. This point will be explained later on.

Control colour

You use this setting to specify the background colour of the signature capture dialog on
your computer. This setting does not affect the display on the signature device and only
applies if the mirroring is set to Signature only.

Rebry

Canced

Controlborder colour

You can use this setting to specify the colour of the signature capture dialog border. This
setting does also not affect the display on the signature device.

Retry

Cancedl
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2.2.5 Signature
Check for

You can use this function to specify whether the validity (Minimum length and/or
Maximum length) of the captured signature should be checked.

Minimum length: If you have selected this option and the captured signature is too short
and therefore probably invalid, the following message appears:

signotec signolmager 2 - Ad vice[é]

|0I Signature is too short!

Maximum length: If you have selected this option and the captured signature is too long
and therefore probably invalid, the following message appears:

signotec signolmager 2 - Adv... Lé]
I:o] Signature is too long!

File format

You can save the signature in various file formats. You can choose between TIFF, PNG,
BMP, JPEG and GIF.

Resolution

You can specify the resolution of the signature graphic in DPI. You can select a value
between 75 DPI (low resolution, poor quality) and 600 DPI (high resolution, good quality).

Installation & Configuration signoPAD/Tools Page 16 of 47



Add timestamp

You can also add a timestamp to the graphic for the signature. This timestamp indicates
the time at which the signature was captured.

Add timestamp disabled:

Add timestamp enabled:

11:32:47 - 23.05.2013

Image size

The image size allows you to specify the size of the graphic (in pixels). You can either
select Original (as on Pad) to align the size to the DPI that has been set or Scaled to to

specify a fixed size in pixels.

Installation & Configuration signoPAD/Tools Page 17 of 47



Line width

You can use the line width to set the width of the signature in the graphic. This setting
does not affect how the signature is displayed on the signature device or in the signature
capture dialog on your computer. You can select a line width between 0 (Use pressure)
and 10 (Very thick width).

0 (Use pressure):

12:07:20 - 23.05.2013
10 (Very thick width):

12:07:20 - 23.05.2013
Line colour

You can use this option to set the pen colour. The pen colour relates to the colour of the
signature in the graphic. This setting does not affect how the signature is displayed on the
signature device or in the signature capture dialog on your computer.

12:07:20 - 23.05.2013
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Smooth (larger file size)

To achieve a better-quality signature, you can smooth its edges with antialiasing.
However, this optimisation will increase the size of your file. The following excerpt clearly
illustrates this.

Smooth disabled:

Smooth enabled:

File path for the displaytext (ignored if using Sigma model)

Confirmation text can be shown on the signature device’s display before or while the
signature capture dialog is open. You can incorporate this confirmation text via a text file.
The text that is contained in this file is displayed on the pad accordingly.

This is a confirmation text for the signature
device Omega. Please accept this with the
appropriate button.

INFO: You can only use text files in the .txt file format and this is only compatible with
Omega, Alpha, Gamma, Zeta or Delta signature devices.

Installation & Configuration signoPAD/Tools Page 19 of 47



Confirm display text before signing

If you select this option, the confirmation text will be queried before the signature. This
means that the text shown on the pad must be confirmed before the signature can be
captured. If the confirmation text is cancelled, the dialog will close and no signature will
subsequently be requested.

If you disable this option, the confirmation text will appear as a background image in the
signature capture dialog.

Click Save settings to save all the settings that you have specified. To discard all the
changes that you have made, click Cancel.

Signature Pad Design
Connection-Type: HID ~ Mirror Pad LCD: Signature only ~
COM1 unknown Design: Modern ~
192 . |158| . 178 . 31 1002 Pad buttons: Cancel Retry oK
Pen width: 0 =+ (0 = Use Pressure) Pen color: -
Program Control color: Controlborder color:

[] Close after signing process

Close even after Cancel Signature
[] Show confirmation prompt before closing Check for: Minimum length Maximum length
[] Start signing process at startup File format: PNG “
Save signature to: Resolution 300 = DPI Add timestamp
C:\Users\Ferenc Hilker Image size: ® original (as on Pad)
When saving: Show save file dialog ~ O Scaled to 800 | X |400 % | Pixels
Rendering: Picture ~ Line width: 0 3] (0 = Use Pressure)
Line color: - [ smooth (larger file size)
Language File path for the display text (ignored if using Sigma model)

Changes to the language are only effective after
a restart of the application!
Language is system language German Confirm display text before signing

C:\Users\Ferenc Hilker\Desktop\confirmationtext.txt

Installation & Configuration Page 20 of 47



You have the option of calling the signoIlmager with command line arguments that override
the general program settings.

The signolmager can be called with the following parameters. Using multiple parameters
is possible and requires a blank as a seperator.

Parameter

Description

Allows a multiple instantiation of the signoImager.

-prx

Allows setting a defined image resolution. X stands for the
desired DPI value.

Example: "-pr100" for a resolution of 100dpi

-pfx

Allows the setting of a defined image format. The X stands for
the different image formats. Available formats are:

T Tiff

P PNG

PT PNG with transparency

B BMP

] JPEG

G GIF

Example: ,-pfpt" for a PNG picture with transparency

-dex

Allows to choose the connection type of the signature pad to be
used. The X stands for the different connection types. Be
available:

H HID / WinUSB

S Serial / FTDI (unknown port)

Sx Serial / FTDI (x serves as a placeholder for a COM Port)
Ix IP / Ethernet (x serves as a placeholder for a IP-
Address)

Example: ,-dci192.168.100.100:1002" for using a IP-Ethernet
pad at IP address 192.168.100.100. The specification of the
port (:1002) ist optional.

Allows creating a metadata file, which is saved in the configured
directory next to the image file. The file with file extension * .log
is saved when exiting the application and holds information about
the status OK, CANCEL or ERROR (with error text) in UTF-8
format. MessageBoxes are not displayed when using the
metadata file and the application automatically terminates in
case of an error. Existing metadata files are overwritten.

- f\\ x\\

Allows setting a filename for the image and metadata file. The
.X" stands for the file name. Quotation marks are necessary for
file names with spaces only. Invalid special characters are
replaced automatically with an underscore.

For example: -f "Operation 4711" creates an image file and
metadata file named "Operation 4711 (.png / .log)"
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signolntegrator2 allows you to capture a signature that you can then copy to the clipboard. You can
then integrate the graphic into any program or any file. The signolntegrator2 application is described
below.

As soon as signolntegrator2 has started, the application runs in the background and you
can only access the user interface by clicking the icon in the toolbar.

Click Exit to exit the application, click Settings to go to the configuration or Info to display
the contact details for signotec GmbH. Click Sign to start the signature capture process.

Il-'-uj Info
.’-j" Settings
el j Sign

KE: Exit

Connection-Type

You use the Connection-Type setting to specify the type of pad you want to use for
capturing the signature. You can choose between HID, VCOM and IP.

HID: If you select HID, all you need to do is connect the signature device to your computer.

VCOM: If you select VCOM, the FTDI driver must be installed. This is used to generate a
virtual COM port for the signature device, via which the device can be activated. Now select
the respective port that has been assigned to the device under VCOM-Port. If you do not
know which port is used, click the unknown button.

IP: If you select IP, enter the respective IP that has been assigned to the signature device
under IP-Address and select the Port via which communication takes place in the
network.
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Check for

You can use this function to specify whether the validity (Minimum length and/or
Maximum length) of the captured signature should be checked.

Minimum length: If you have selected this option and the captured signature is too short
and therefore probably invalid, the following message appears:

signotec signolntegrator 2 - Ad... lé]

[0:' Signature is too leng!

Maximum length: If you have selected this option and the captured signature is too long
and therefore probably invalid, the following message appears:

signotec signolntegrator 2 - Ad.. Lé]

[0] Signature is too long!

Resolution

You can specify the resolution of the signature graphic in DPI. You can select a value
between 75 DPI (low resolution, poor quality) and 600 DPI (high resolution, good quality).
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Add timestamp

You can also add a timestamp to the graphic for the signature. This timestamp indicates
the time at which the signature was captured.

Add timestamp disabled:

Add timestamp enabled:

11:32:47 - 23.05.2013
Image size

The image size allows you to specify the size of the graphic (in pixels). You can either
select Original (as on Pad) to align the size to the DPI that has been set or Scaled to to
specify a fixed size in pixels.

Line width

You can use the line width to set the width of the signature in the graphic. This setting
does not affect how the signature is displayed on the signature device or in the signature
capture dialog on your computer. You can select a line width between 0 (Use pressure)
and 10 (Very thick width).

0 (Use pressure):

12:07:20 - 23.05.2013

10 (Very thick width):

12:07:20 - 23.05.2013
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Line colour

You can use this option to set the pen colour. The pen colour relates to the colour of the
signature in the graphic. This setting does not affect how the signature is displayed on the
signature device or in the signature capture dialog on your computer.

12:07:20 - 23.05.2013
Smooth (larger file size)

To achieve a better-quality signature, you can smooth its edges with antialiasing.
However, this optimisation will increase the size of your file. The following excerpt clearly
illustrates this.

Smooth disabled:

Smooth enabled:
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File path for the displaytext (ignored if using Sigma model)

Confirmation text can be shown on the signature device’s display before or while the
signature capture dialog is open. You can incorporate this confirmation text via a text file.
The text that is contained in this file is displayed on the pad accordingly.

This is a confirmation text for the signature
device Omega. Please accept this with the
appropriate button.

INFO: You can only use text files in the .txt file format and this is only compatible with
Omega, Alpha, Gamma, Zeta or Delta signature devices.

Confirm display text before signing

If you select this option, the confirmation text will be queried before the signature. This
means that the text shown on the pad must be confirmed before the signature can be
captured. If the confirmation text is cancelled, the dialog will close and no signature will
subsequently be requested.

If you disable this option, the confirmation text will appear as a background image in the
signature capture dialog.

Installation & Configuration signoPAD/Tools Page 26 of 47



3.2.3 Display
Mirror pad LCD

You can use this setting to specify whether the signature capture dialog should also be
displayed on your computer, and if so, whether only the signature should be displayed or
the entire pad display as shown on the signature device. You can choose between Off,
Signature only and Complete Content (not with Alpha).

Off: If you select Off, the signature capture dialog will only be displayed on the signature
device.

Signature only: If you set Signature only, only the signature will be displayed in the
signature capture dialog on your computer.

Retry

s _,/ " / Canoe
'”‘f%
o -

Entire content: If you set Entire content, the entire pad display will be shown as it appears
on the signature device.

Design

You can use this setting to modify the appearance of the buttons on the signature device.
If you previously enabled the display of the entire pad content, you can also modify the
appearance of the buttons for the dialog on your computer. You can choose between three
different designs: Classic, Modern and Round.

Classic: If you select Classic, the buttons will be displayed as follows:

(X ) LC )Ly )

Installation & Configuration signoPAD/Tools Page 27 of 47



Modern: If you select Modern, the buttons will be displayed as follows:

!I

Round: If you select Round, the buttons will be displayed as follows:

Pad buttons

You use this option to specify whether each button (Cancel, Retry and OK) should be
displayed on the signature device.

All buttons:

Cancel:

Cancel and retry:

Cancel and OK:
Retry:
Retry and OK:
oK:
No buttons:

INFO: If you disable all the buttons on the signature device, you will only be able to cancel,
repeat or confirm the signature using the dialog on your computer.
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Pen width

You can use the Pen width setting to control how wide you want the signature to be
displayed in the signature capture dialog on your computer. This setting does not affect
the display on the signature device. You can select a pen width between 0 (Use pressure)

and 10 (Very thick width).

0 (Use pressure):

e shgn on the signotec signai
B B - B o« ]

-
/ L F

Canod

10 (Very thick width):

B B - B .

Fabry

Cance

Pen colour

You can use this option to set the pen colour. The pen colour relates only to how the
signature is displayed on the signature device and in the signature dialog. The colour of
the signature itself is controlled using the line colour. This point will be explained later on.

B B -EE B .

Rebry

Cancdd
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Control colour

You use this setting to specify the background colour of the signature capture dialog on
your computer. This setting does not affect the display on the signature device.

Rebry

Canced

Controlborder colour

You can use this setting to specify the colour of the signature capture dialog border. This
setting does also not affect the display on the signature device.

Retry

Cancedl

Shortcut

This setting allows you to specify a shortcut that can be used to start the signature capture
process, provided that signolntegrator2 is running. You can select a function key between
F1 and F12 along with one or several other keys (Shift, CTRL and ALT) as your shortcut.
For example, if you have selected the F8 function key and Shift as your shortcut, you must
press both keys simultaneously to start the signature capture process.
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3.2.5 Language
Language is system language

You have the option to change the application language. The system language is used by

default.

If you want to set another language that is different from the system language, you must
disable this setting so that you can select one of the available languages from the selection

list.

English: Displays the signolntegrator2 program in English.

German: Displays the signolntegrator2 program in German.

INFO: If you change the language, you must restart the application for the change to take

effect.

Click OK to save all the settings that you have specified. To discard all the changes that

you have made, click Cancel.

Signature-Pad
Connection-Type: HID ~
COM1 unknown

192 . (168 . (178 . |31

Signature
Check for: Minimum length Maximum length
Resolution: 300 | DPI [ Add timestamp
Image size: ® Original (as on Pad)
O Scaled to (800 2 X 400 % | Pixels
Line width: 0 | (0 = Use Pressure)
Pen color: - [] smooth

[] File path for the displaytext (ignored if using Sigma model)

Confirm display text before signing

Installation & Configuration

signoPAD/Tools

Display

Mirror Pad LCD: Signature only

Design: Modern

Pad buttons: Cancel Retry oK

Pen width: 0 % (0 =Use Pressure) Pen color: -
Control color: Controlborder color: -

Shortcut for signature capture

shift [JCTRL [ ALT

Language
Changes to the language are only effective after
a restart of the application!
Language is system language German

Cancel oK
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The RSA Manager is a certificate management program for signature devices. The
application allows you to replace the certificates for signing a document or for encrypting
biometric data. The RSA Manager application is described below.

As soon as the RSA Manager has started, a table appears showing all the available
signature devices. This may take a moment as a search is carried out for all Sigma, Omega,
Alpha, Gamma, Zeta and Delta devices in FTDI or HID mode as well as for the Alpha,
Gamma, Zeta and Delta device in WinUSB mode. All information is listed afterwards.
Devices that are operated via a USB Ethernet Adapter or that are in IP mode are not listed.

After the search, the table provides information on the serial number, pad type, firmware
and connection type as well as the certificates (if available) for signing and encryption for
the respective devices.

Various buttons are available for managing the certificates on the devices. These buttons
and their functions will be explained in more detail in the following sections.

RSA Manager - x
File 7
Devices
Number of connected devices 3 Deselect all
Select Postion gﬁg‘;'er 5;‘; Firmware CDZ”E“‘D” Encryption
» BE 1600006109 | Gamma HID 134 use C=Deutschland, S=NRW, L-Ratingen, O=signotec GmbH, E<info@signotec de, CN=signotec signoSign/2, SNR=48ASFE5D43EATE]
O 2 2400005269 Delta HID 141 UsB C=DE. O=signotec GmbH, E=ame brandes@signotec.de. CN=Ame Brandes. SNR=56C2B02EAD3712AE42005A8048]
O 3 1100222329 |OmegaHID | 216 UsE C=DE. 5=Niedersachsen, L=Rodewald, O=signetec GmbH, OU=Qualiy Managemert, Eferenc hilker@signetec. de, C=Ferenc Hiker, SNR=5E2D)
< >
‘Work with key pairs and certfficates of selected devices
Ercryption Signing
2048 Bit || Maimum Vaiidty ~
Generating keys may take several minutes!
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4.2 Menu bar

Click File on the menu bar to exit the application or click ? to obtain information about the
respective version.

In addition to the version number and signotec GmbH contact details, you will also find an
Extension with license key button in the RSA Manager information.

RSA Manager - Info

signotec GmbH

Am Gierath 20 b

40885 Ratingen

Germany

Phone: +49 (0) 2102 53575 10
Fax: +49 (0) 2102 53575 39
eMail: support@signotec.de

[ Etesonvinicoseiey ]
[ o< ]

By acquiring a licence, you can activate additional functions for the RSA Manager. To be
able to create a licence for you, we require the SoftwareCode that is displayed. Enter this
licence key in the field provided and select Activate license.

Extension with license key

SoftwareCode:

145482DD2C505BF2

Entering license key:

It has been

If the licence key is valid, it will be entered into the key.txt file and stored in
the%% PROGRAMDATA% /signotec/RSAManager folder. You will receive a message
stating that the licensing process has been successful. If you want to deactivate the licence
again and disable the advanced functions, click Deactivate license.

Extension with license key
SoftwareCode:
145482DD2C505EF2
Entering license key:
BBE7CODEDEAS2DAC
The license is valid.
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You will see that the appearance of the user interface has changed to display all the newly
added settings under Options enabled by license.

"o RSA Manager - X
File ?
Devices
Number of connected devices 3 Deselect al |
Select  Postion Ejrrr‘“;'er ;‘;‘: Fimware g;’;”m“’” Encryption
» 1 1600006103 |Gamma HID | 134 USE C=Deutschland, S=NRW. L=Ratingen, O=signotec GmbH, E=inf de.CN signoSian/2, SNR E5043EATE]
[m] 2 2400005269 | Deta HID 141 use C-DE, O=signotec GmbH, E-ame brandes@signotec de, CN=Ame Brandes, SNR=56C2B02EAQ3712AE42005A8048
o s 1100222329 |OmegaHID | 216 UsE C=DE. S=Niedersachsen, L=Rodewald, O=signotec GmbH, OUl=Gualty Management, E<ferenc hilker@signetec.de, CN=Ferenc Hiker, SNR=5E2D)
< >
Work with key pairs and certficates of sslected devices
Encryption Signing
2043 Bt v Maximum Valdty v N ‘ ‘
Generating keys may take several minutes!
Options enabled by license
Device features
Sedal Pad N Connection Device can create a RSA key Device can save a RSA key Device can save public Device can sian Device can encypt 54
number type mware type pair that is used for signing pair that is used for signing RSA key used to encrypt extemal created data extemal created data M
< >
Change password RSA Enable / Change password / Disable Secure Mode Disable features
- Wi this buiton, various functionaliies of the signature device can be
switched off pemanently. An enable is possible only by paid resetting of the
fimware to the factory State
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Replace public key...

You can use this button to replace the public key for encrypting biometric data on the pad

or add one, if no certificate is present.

First select the checkboxes of the devices whose encryption public key you would like to

change.
Select Position Esrr:\?:‘er th:‘: Firmware t(i]n]remecmn Encryption
1 1200010385 |Omega Senal| 126 Serial
2 2000007442 | Sigma Serial 1.18 Serial
O 3 1100021439 | Omega HID 131 HID
O 4 1000055571 | Sigma HID 1.16 HID
[ R R R - - i

Signing

lssued For: signotec Omega Device 1D:1200010385 | Issued By: signotec Omega Device 1D:1200010385 | Valid From: 12730/
Issued For: signotec Sigma Device 1D:2000007442 | Issued By: signotec Sigma Device 1D:2000007442 | Valid From: 12/30/2
Issued For: signotec Omega Device 1D:1100021435 | Issued By: signotec Omega Device 10:1100021433 | Valid From: 12/30/
Issued For: signotec Sigma Device 1D:1000055571 | Issued By: signotec Sigma Device 1D:1000055571 | Yalid From: 12/30/2

Now click Replace public key... and then click Continue to go to the next step. By
default, no RSA password is set for the device which means that you can leave this input
field empty. If, however, you have set a password using one of the advanced functions,

please enter it here.

Replace public key?

Device Password

Enter the device password, if it is set:

Do you want to replace the public key in the following devices?

Device 1with the seral number 1200010385
Device 2 with the seral number 2000007442

If s, please select the new cedificate file in the nest step.
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In the following Open certificate file dialog, please select the required certificate file
(*.CER). This file only contains the public key for encrypting the biometric data. Once you
have selected the public key you require, click Open.

-

Open certificate file

@Uv| . % signotec GmbH » Configuration » signoSign2 » Certificate

Organize +

- Favorites
Bl Desktop

4 Libraries
,J”. Music
= Pictures

E Videos

1% Computer

&‘! MNetweork

4 Downleads

= Recent Places

3 Documents

New folder

Name

5l Biometrie_OK_Ferenc_Hilker_1024Bit

_ﬂJ Biometrie_OK_Ferenc_Hilker_2048Bit
sl Biometrie_OK_signotec_GmbH_1024Bit

£, Local Disk (C3)

File name: Biometrie_OK_Ferenc_Hilker_2048Bit

Date modified
26.02.201412:39

26.02.2014 12:42
26.06.2014 08:30

Security Certificate
Security Certificate
Security Certificate

1KB
1KB
1KB

~ [ Public certficate .CER)

v|I

l Open

B |

Cancel ]

The software now attempts to load the public key to the selected devices. This may take
some time. Once the process has been completed successfully, this will be indicated in a

message.

The public key has been set for the replaced devices as follows:

Device 1 with the serial number 2000007442: Public key has been exchanged.
Device 2 with the seral number 1200010385 Public key has been exchanged.

The new certificate is now displayed for the respective devices in the Encryption column of
the selection list.

Select Fosition

1

2
3
4

DEI!H

Serial Pad Fimmware Connection

number type type
1200010385 |Omega Seral 1.26 Serial
2000007442 | Sigma Serial 116 Serial
1100021433 | Omega HID 13 HID
1000055571 Sigma HID 1.6 HID

Installation & Configuration

Encryption

signoPAD/Tools

Signing

Ferenc Hilker (5 2d cb a3 1d b6 S 82 4521 41 c0 35 94fb b8) | Issued For: signotec Omega Device 1D:1200010385 | Issued By: signotec Om
Ferenc Hilker (5 2d cb a3 1d b6 9 82 4521 41c0 3594fb b8) | lssued For: signotec Sigma Device 1D:2000007442 | Issued By: signotec Sig

Issued For: signotec Omega Device 1D:1100021435 | Issued By: signotec Om
lssued For: signotec Sigma Device 1D:1000055571 | lssued By: signotec Sig
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4.3.2 Signing
Generate key / certificate...

This option allows you to create a new signature key respectively certificate and load it to
a device. For this purpose, you can select a key length of 1024 Bit to 4096 Bit and choose
a certificate validity period ranging between one month and up to the maximum validity
(year 2049).

| 2048 it v | | Maimum Validty -

(3enerating a certificate may take several minutes!

First select the checkboxes of the devices whose signing certificate you would like to
change.

Select Pasition rSvSr;El‘:‘er ;:2 Fimware g;:nEdiDn Encryption Signing
1 1200070385 |Omega Serial 126 Serial Ferenc Hilker (5e 2d cb 23 1d b6 b 82 45 21 41 cD 35 34fb b8} lssued For: Ferenc Hilker | Issued By: Ferenc Hilke
2 2000007442 | Sigma Serial 1.16 Serial Ferenc Hilker (e 2d cb a3 1d b6 Sb 82 45 21 41 c0 35 34 b b8) lssued For: Ferenc Hilker | lssued By: Ferenc Hilke
IH 3 1100021439 | Omega HID 1.3 HID Issued For: signotec Omega Device 1D:1100021439 | Issued By: signotec Om
O 4 1000055571 Sigma HID 1.16 HID lssued For: signotec Sigma Device 1D:1000055571 | lssued By: signotec Sig

Now click Generate certificate... and then click Next to go to the next step. By default,
no RSA password is set for the device which means that you can leave this input field
empty. If, however, you have set a password using one of the advanced functions, please
enter it here.

Generate keys and certificates?

Device Password

Enter the device password, if it is set:

Do you want to generate new key pairs and cerificates in the following devices?

The keys and certificates cumently stored in the devices are thereby imevocably deleted! Please
note that any expenses associated with the deletion are at your expense and signotec assumes
no responsibility for the deletion.

Device 1 with the serial number 1600006109
Device 3 with the serial number 1100222329

The keys respectively certificates are now generated for the respective devices. A
‘Generating key pairs and certificates’ message is displayed during this process.
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File

Devices
Number of connected devices: 2

RSA Manager

Deselect all

Select all

Generating key pairs and certificates in the devices listed below, please wait!
|

Pevics 1 with the serial number 20
Device 2 with the serial number 12

Replace key /

Replace public key. e e

42: Is genersted

10385: Is generated

Mazdmum Validity

Generste key /
certificate...

Save CSR

Replace public
ceifficate...

-]

Get Devices

Save public
ceifficate...

The following message appears as soon as all the keys respectively certificates have been
generated successfully for the respective devices.

Generation completed

Generation completed successfully!

The new keys respectively certificate is now displayed for the respective devices in the

Signing column of the selection list.

Sedal

Pad

Connection

Select Pasition e type Firmware type Encryption Signing
1 1200010385 |Omega Serial 126 Serial Ferenc Hilker (5e 2d cb a3 1d b6 9b 82 45 21 41 c0 35 94 fb b8) | Issued For: signotec Omega Device 1D:1200010385 | Issued By: signotec Or
2 2000007442 | Sigma Sernial 1.16 Serial Ferenc Hilker (5 2d cb a3 1d b6 b 82 45 21 41¢0 35 94fb b8) | lssued For: signotec Sigma Device 1D:2000007442 | lssued By: signotec Sig
O 3 1100021433 | Omega HID 1.3 HID Issued For: signotec Omega Device 1D:1100021439 | lssued By: signotec Om
IH 4 1000055571 Sigma HID 1.1& HID Issued For: signotec Sigma Device 1D:1000055571 | Issued By: signotec Sig
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Replace key / certificate...

You can use this button to replace the key respectively certificate for signing documents
on the pad.

First select the checkboxes of the devices whose signing key respectively certificate you
would like to change.

Serial

Pad

Connection

Select Pasition P type Firmware type Encryption Signing
1 1200010385 |Omega Serial 126 Serial Issued For: signotec Omega Device 1D:1200010385 | Issued By: signotec Omeg:
2 2000007442 | Sigma Serial 1.16 Serial lesued For: signotec Sigma Device 1D:2000007442 | Issued By: signotec Sigma
=] 3 1100021433 | Omega HID 13 HID Ferenc Hilker (5e 2d cb a3 1d b6 5b 82 45 21 41 c0 35 54 b b8) Issued For: Ferenc Hilker | Issued By: Ferenc Hilker
=] 4 1000055571 Sigma HID 1.16 HID Ferenc Hilker (5¢ 2d cb 23 1d b6 9b 82 4521 41 c0 35 541b b8) Issued For: Ferenc Hilker | lssued By: Ferenc Hilker

Now click Replace key / certificate... and then click Continue to go to the next step. By
default, no RSA password is set for the device which means that you can leave this input
field empty. If, however, you have set a password using one of the advanced functions,

please enter it here.

Generate keys and certificates?

Device Password

Enter the device password, if it is set:

Do you want to generate new key pairs and cerdificates in the following devices?

The keys and certificates cumently stored in the devices are thereby imevocably deleted! Please
note that any expenses associated with the deletion are at your expensze and signotec assumes
no responsibility for the deletion.

Device 1 with the seral number 1600006109
Device 3 with the serial number 1100222329

Installation & Configuration signoPAD/Tools
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In the following Open PKCS#12 file dialog, please select the required certificate file (*.P12
or *.PFX). This file contains both the public and private key for signing a document. Once
you have selected the key respectively certificate you require, click Open.

Open certificate file @
\JK./ | . « signotec GmbH » Configuration » signoSign2 » Certificate - | +3 | Search ( ol
Organize « New folder = ~ 0 'Q'
X Favorites Narne ° Date modified Type Size
Bl Desktop _ﬁ Biometrie_PK+OK_Ferenc_Hilker_1024Bit 26.02.2014 12:39 Personal Informati... 2KB
&4 Downloads ﬁ Biometrie_PK+OK_Ferenc_Hilker_2048Bit 26.02.201412:42 Personal Informati... 3KB
=l Recent Places _ﬁ Biometrie_PK+OK_signotec_GmbH_1024...  26.06.2014 08:30 Personal Informati... 2KB
_ﬁ Slgnatur_F'K_C"]K_Feranc_Hllkar_lClldB\t 26.02.201412:38 Personal Informati... 2KB
4 Libraries _ﬁ Signatur_PK_OK_Ferenc_Hilker_2048Bit 26.02.2014 12:41 Personal Infermati... 3EKB
3 Documents _ﬁ Signatur_PK_OK_signotec_GmbH_1024Bit  25.06.2014 14:51 Personal Informati... 2KB
rJ“- Music
=] Pictures
E Videos
1M Computer
£, Local Disk (C:)
Qh MNetwork
File name: Signatur_PK_OK_Ferenc_HiIker_204BBit - [Private certificate (*.P12) v]
[ Open |v] [ Cancel ]

In the last step, you need to enter the password for the key respectively certificate. Once
you have done this, please click Continue.

Enter certificate password

Please enter the certificate password: ||

Continue

The software now attempts to load the key respectively certificate to the selected devices.
This may take some time. Once the process has been completed successfully, this will be
indicated in a message.

The keys and certificates were exchanged as follows on the selected ...

Device 1 with the serial number 1200010385: Key and cerificate have been exchanged.
Device 2 with the serial number 2000007442: Key and certificate have been exchanged.

The new key respectively certificate is now displayed for the respective devices in the
Signing column of the selection list.

Sedal Pad Connection

Select Pasition e type Firmware type Encryption Signing
1 1200010385 |Omega Serial 126 Serial Ferenc Hilker (5e 2d cb a3 1d b6 9b 82 45 21 410 3594 fb bB) Issued For: Ferenc Hilker | Issued By: Ferenc Hilke
2 2000007442 | Sigma Sernial 1.16 Serial Ferenc Hillker (52 2d cb a3 1db6 5 82 4521 41c0 35 94 fb bB) Issued For: Ferenc Hilker | lssued By: Ferenc Hilke
O 3 1100021433 | Omega HID 1.3 HID Issued For: signotec Omega Device 1D:1100021435 | Issued By: signotec Om
IH 4 1000055571 Sigma HID 1.1& HID Issued For: signotec Sigma Device 1D:1000055571 | Issued By: signotec Sig
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Save CSR...

Click this button to save a CSR (Certificate Signing Request) file from your self-signed
signature certificate. With this Serialnumber.pem file, you can then request a root-
certified certificate from a certification authority such as Verisign or TrustCenter. This will
give you a certificate that has been issued by a trusted authority and will enable you to
check signed documents without any problems.

First select the checkboxes of the devices for which you would like to generate a request
file for the certification authority.

Select Position

1

2
3
4

DDDH

Serial
number

1200010385
2000007442
1100021435
1000055571

Pad
type

DOmega Seral
Sigma Senal
Omega HID
Sigma HID

Firmware

1.26
118
131
116

Connection
type
Serial
Serial
HID
HID

Encryption Signing

Ferenc Hilker (52 2d cb a3 1d b6 S 82 4521 41 c0 35 94fb b8) | Issued For: signotec Omega Device 1D:1200010385 | Issued By: signotec Om

Ferenc Hilker (5 2d cb a3 1d b6 5 82 4521 41c0 35 94fb b8) | lssued For: signotec Sigma Device 1D:2000007442 | Issued By: signotec Sig
Issued For: signotec Omega Device 1D:1100021433 | Issued By: signotec Om
Issued For: signotec Sigma Device 1D:1000055571 | Issued By: signotec Sig

Now click Save CSR... and then click Continue to select the folder in which you want to
store the file.

Do you want to store the CSR files from the following devices?

Device 1 with the seral number 1200010385

Stare CSR files

Click "Continue" to select a folder in the next step, into which files are stored. The file name
will match the senal number of the device where the file originated. The file extension is .dat.

In the Browse For Folder dialog, please select the folder to which the file should be exported
and then click OK.

Browse For Folder

B Desktop

> | @ Ferenc

» | Docu

Hilker

4 M This PC
> g Desktop

ments

» @ Downloads
> |l Music

» | Pictures

> B Videos

Make New Folder

Installation & Configuration

Cancel
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Once the export process has been completed successfully, this will be indicated in a
message. You will now find the exported file in the previously selected folder. The name of
the file is Serialnumber.pem.

Files saved as follows

The following files have been saved successfully:

- 1100222323 pem

The file holds all the information that is required by the certification authority to issue you
a root-certified certificate.
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Replace public certificate...

Click this button to just replace the public key of the signature certificate. It makes sense
to do this if you have generated a CSR file for a self-signed certificate on the pad and have
sent the file to a certification authority. You end up with a new file in which only the public
key is different but where the public key still matches the private key of the certificate on

the pad.

First select the checkboxes of the devices for which you would like to replace the public
key of the certificate.

Select Position

1

2
3
4

DDDH

Serial
number

1200010385
2000007442
1100021435
1000055571

Pad
type

Omega Serial
Sigma Serial
Omega HID
Sigma HID

Firmware

1.26
116
131
116

Connection
type
Serial
Serial
HID
HID

Encryption

Signing

Ferenc Hilker (52 2d cb a3 1d b6 9b 82 45 21 41 c0 35 341b b8) | Issued For: signotec Omega Device |D:1200010385 | Issued By: signotec Om
Ferenc Hilker (3¢ 2d cb a3 1d b6 9b 82 45 21 410 3594fb b8) | Issued For: signotec Sigma Device |D:2000007442 | Issued By: signotec Sig

Issued For: signotec Omega Device 1D:1100021433 | Issued By: signotec Om
lssued For: signotec Sigma Device 1D:1000055571 | Issued By: signotec Sig

Now click Replace public certificate... and then click Continue to go to the next step.
By default, no RSA password is set for the device which means that you can leave this
input field empty. If, however, you have set a password using one of the advanced
functions, please enter it here.

Device Password

Enter the device password, i it is set:

Replace certificates?

Would you swap the public cerificates for the selected devices?

Device 1 with the seral number 2000007442
Device 2 with the serial number 1200010385
Device 3 with the serial number 1100021433

When you click OK you must select a folder in the next step. Please ensure that there are the
appropriate cerfficate files in the selected folder. The file names must comphy with the seral
number of the device, in which the file is to be loaded. The file extension must be cer.

Installation & Configuration
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In the Browse For Folder dialog, please select the folder that contains the file with the
public key and then click OK.

- ™
Browse For Folder M

»

Bl Desktop
> |l Libraries
» & Ferenc Hilker
4 M Computer
> <4 Floppy Disk Drive (4
> &, Local Disk (C)
> i BD-ROM Drive (D)
> :@ BD-ROM Drive (E:) Virtual CloneDrive

m

> ?j MNetweork
>@ Control Panel N
& Recycle Bin <
[ Make Mew Folder ] [ OK ] [ Cancel ]
p— ——

The following message appears as soon as the key has been replaced successfully.

The certificates were exchanged as follows:

Device 1 with the seral number 2000007442: The public certfficate was successfully replaced.
Device 2 with the seral number 1200010385: The public certificate was successfully replaced.

Device 3 with the seral number 1100021433: The public cetfficate was successfully replaced.
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Save public certificate...
Click this button to export the public key of the signature certificate from the pad.

First select the checkboxes of the devices for which you would like to replace the public
key of the certificate.

Serial Pad Connection

Select Position omber type Fimware fype Encryption Signing
1 1200010385 |Omega Senal 126 Serial Ferenc Hilker (3¢ 2d cb a3 1d b6 9b 82 45 21 41 c0 35 341b b8) | Issued For: signotec Omega Device 10:1200010385 | Issued By: signotec Om
O 2 2000007442 | Sigma Serial 1.16 Serial Ferenc Hilker (52 2d cb a3 1d b6 9b 82 45 21 410 3594fb b8) | Issued For: signotec Sigma Device |D:2000007442 | Issued By: signotec Sig
O 3 1100021435 | Omega HID 131 HID Issued For: signotec Omega Device 1D:1100021435 | Issued By: signotec Om
O 4 1000055571 | Sigma HID 116 HID lssued For signotec Sigma Device ID:1000055571 | Issued By: signotec Sig

Now click Save public certificate... and then click Continue to select the folder in which
you want to store the file.

Stare certificates

Do you want to store the certificates from the following devices?

Device 1 with the seral number 1200010385

Click "Cortinue" to select a folder in the next step, into which the files are stored. The file
name will match the senal number of the device where the file originated. The file extension is
CEr.

In the Browse For Folder dialog, please select the folder to which the file should be exported
and then click OK.

Browse For Folder

B Desktop "

> A Ferenc Hilker
4 (M This PC
> Desktop
‘| Documents
» @ Downloads
| wl Music
» | Pictures

> | @ Videos

Make Mew Folder Cancel
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Once the export process has been completed successfully, this will be indicated in a
message. You will now find the exported file in the previously selected folder. The name of
the file is Serialnumber.cer.

Files saved as follows

The following files have been saved successfully:

- 1200010385 cer

This file contains the public key of the signature certificate.
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signoReset allows you to reset Sigma, Omega, Alpha, Gamma, Zeta and Delta signature
devices in FTDI or HID mode or the WinUSB mode of the Gamma, Zeta, Alpha and Delta
device to the factory default settings. The sample rate (250 Hz for Sigma, Omega, Gamma
and Delta), pen width (2 px for Sigma, Zeta and Alpha and 3 px for Omega, Gamma and
Delta) and pen colour (blue for Omega, Alpha, Gamma and Delta) are reset to the factory
default settings, the image memory (Omega, Alpha, Gamma and Delta) is erased and the
default graphics are loaded to the pad. If present, the certificate for encrypting the
biometric data (Sigma firmware 1.16 or newer, Omega firmware 1.25 or newer and also
Alpha, Gamma, Zeta and Delta) will also be deleted. The Alpha will also display the service
menu to configure the connection type.

Alternatively, a different default graphic can be loaded into the signature device. For this
the graphic must be stored next to the application with the following name (Sigma =
sigma.bmp, Omega = omega.bmp, Alpha = alpha.bmp, Gamma = gamma.bmp, Zeta
zeta.bmp and Delta = delta.bmp).

The signoReset application is described below.

As soon as signoReset has started, the following dialog appears.

At the beginning, an automatic search is carried out for all connected signature devices.
Once the search is completed, signoReset starts to reset the devices that have been found.

In this example, a Gamma WinUSB with firmware 1.7 and serial number 1600000582 was
found and reset to the factory default settings.

] signotec signoReset | SRR X

=ignoReset 2.7.0.8
(c» 2000-2816 signotec GmhbH

Searching for devices ... Done.
1 devices found.

Dpening Gamma WinUSBE 1.7, serdial numbher: 168060000582 ... Done.
Rezetting zample vate ... Done.
Resetting pen width and color» ... Done.
i encryption certificate ... Done.

custom standby image ... HNo custom standhy image found.

default standby image ... Done.

stores ...

ztore ... Done.

store . Done.

ztore T T

store . Done.

ztore T T

store . Done.

ztore T T

store . Done.

ztore T T

p=l==R [ R Ry VTR LY
P T T T T

Starting service menu ... Done.

Waiting for uwser input on pad ... Done.
Clozing device ... Done.

Press the “Enter" key to quit the application.

L8 4

After all the identified signature devices have been reset, you can close the application.
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